
CARATTERISTICHE TB4CDOCKUE TB3CDK2DHUE DK31C4DPPDUE DK31C2DHSPDUE DK30CH2DEPUE DK30CH2DPPDU DK30C2DPEPUE

  
Displays Supportati e
Risoluzione Massima

  
2@4K60/1@8K30

  
2@4K60o1@8K30

 
4@4K60/2@5K


3@4K30/2@4K60

 
2@4K60+1@4K30

 
2@4K60+1@4K30

 

2@4K60/1@5K60

💻 Interfaccia del Laptop TB4/USB4 TB3/TB4 USB-C/USB4/
TB3/TB4

USB-C/USB4/
TB3/TB4

USB-C/USB4/  
TB3/TB4

USB-C/USB4/  
TB3/TB4

Ibrida | USB-C  
o USB-A/USB4/ 

TB3/TB4

        HDMI - 2 4 1 1 1 2

DisplayPort - 2 4 2 2 2 2

DVI - - - - - - -

VGA - - - - - - -

Thunderbolt 4  
40 Gbps Downstream 3 - - - - - -

USB-A 480 Mbps 1 - - 2 - - -

USB-A 5 Gbps - 2 - 2 4 4 3

USB-A 10 Gbps 3 1 3 - - - -

USB-C 5 Gbps - - - - 1 1 1

USB-C 10 Gbps - 2 1 2 - - -

Ricarica Veloce CHECK-CIRCLE CHECK-CIRCLE CHECK-CIRCLE CHECK-CIRCLE CHECK-CIRCLE CHECK-CIRCLE CHECK-CIRCLE

 Uscita Audio 3.5mm 3.5mm 3.5mm 3.5mm 3.5mm 3.5mm 3.5mm


Lettore di Schede di 
Memoria SD/SDHC/SDXC - - SD/SDHC/SDXC - - -

GbE / Porte di Rete CHECK-CIRCLE CHECK-CIRCLE CHECK-CIRCLE CHECK-CIRCLE CHECK-CIRCLE CHECK-CIRCLE CHECK-CIRCLE

 Power Delivery 96W 96W 100W 100W 100W 60W 100W

Quando un'installazione richiede docking station per laptop sicure, facilmente gestibili 
e ampiamente compatibili, scegliete i prodotti ad alte prestazioni di StarTech.com. 
Progettate con cura per i professionisti dell'IT, le docking StarTech.com sono facili da 
implementare e includono funzioni che non si trovano nei modelli consumer.

Docking Station 
per Laptop Che Offrono 
Prestazioni Professionali

Altre Opzioni di Dock a Pag. 2**TB3DK2DPPDUE: cavo da TB3 a DP (incluso) necessario per il doppio monitor.  
***USB3SDOCKHD: Adattatore da DVI a VGA (incluso) necessario per il video VGA.

https://www.startech.com/it-it
https://www.startech.com/it-it/schede-adattatori/tb4cdockue
https://www.startech.com/it-it/schede-adattatori/tb3cdk2dhue
https://www.startech.com/it-it/schede-adattatori/dk31c4dppdue
https://www.startech.com/it-it/schede-adattatori/dk31c2dhspdue
https://www.startech.com/it-it/schede-adattatori/dk30ch2depue
https://www.startech.com/it-it/schede-adattatori/dk30ch2dppdu
https://www.startech.com/it-it/schede-adattatori/dk30c2dpepue


CARATTERISTICHE DK30CHHPDEU DK30A2DHUUE DK30A2DH  USB3SDOCKHD

  
Displays Supportati e
Risoluzione Massima


1080p

  
2@4K60/1@5K60

 
4K60

 
1920x1200

💻 Interfaccia del Laptop
 USB-C/USB4/  

TB3/TB4
Ibrida | USB-A o  

USB-C/USB4/TB3/TB4

Ibrida | USB-A  
o USB-C/USB4/  

TB3/TB4
USB-A

        HDMI 2 2 2 1

DisplayPort - 2 2 -

DVI - - - 1

VGA - - - 1***

Thunderbolt 3  
40 Gbps Downstream - - - -

USB-A 480 Mbps - - - 4

USB-A 5 Gbps 3 6 6 2

USB-A 10 Gbps - - - -

USB-C 5 Gbps 1 - - -

USB-C 10 Gbps - - - -

Ricarica Veloce CHECK-CIRCLE - - -

 Uscita Audio 3.5mm 3.5mm 3.5mm 3.5mm

GbE /Porta di Rete CHECK-CIRCLE CHECK-CIRCLE CHECK-CIRCLE CHECK-CIRCLE

 Power Delivery 65W CIRCLE-XMARK CIRCLE-XMARK CIRCLE-XMARK

Docking Station che Offrono Prestazioni Professionali

Per informazioni Aggiuntive visitate: StarTech.com/it/Docking-Stations
**TB3DK2DPPDUE: cavo da TB3 a DP (incluso) necessario per il doppio monitor.  
***USB3SDOCKHD: Adattatore da DVI a VGA (incluso) necessario per video VGA.

https://www.startech.com/it-it
https://www.startech.com/it-it/schede-adattatori/dk30chhpdeu
https://www.startech.com/it-it/schede-adattatori/dk30a2dhuue
https://www.startech.com/it-it/schede-adattatori/dk30a2dh
https://www.startech.com/it-it/schede-adattatori/usb3sdockhd
http://StarTech.com/it/Docking-Stations

